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NMI Lite Rail 
Installation to Vehicle Floor 
Revision 1.0 



16 IO Centre, Arlington Business park, Whittle Way, Stevenage SG1 2BD 

 www.nmisafety.com |Tel: +44 (0) 208 801 5339  | sales@nmisafety.com 

This product and trademark is the sole design and innovation of NMI Safety Systems 

1. PDF - NMI Double Lite Rail - Straight 

2. PDF NMI Double Lite Rail - Airline 

3. PDF - C PROFILE UWP-01 

4. T-Bolt, Insertion and Installation to Rail and seat leg 

5. Datasheets: 

  a. SDS BETAPRIME 5061 

  b. SDS BETAMATE 7120 

Relevant Documents 
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1. Prime the underside of the Double Profile Lite Rail with 

BETAPRIME 5061. 

2. Add some 3mm - 4mm spacers under the Double 

Profile Lite Rail. This can be a thick washer. 

3. Apply BETAMATE Glue 7120 in 4 - 5, 10mm - 15mm 

wide, STRAIGHT lines to the vehicle floor where the 

Lite Rail will be installed. 

4. At the end of each Lite Rail, there are 2 reinforcements. 

C-Profile UWP-01. There are 3 slots on each 

reinforcement for multiple fitment options. Each UWP-

01 is fixed with a single M10 screw. Grade 8.8 or better. 

5. The spacer maintains a gap between the Lite Rail and 

Floor. Without the spacer, the gap would be 0mm. 

6. Torque each screw to 20 Nm. 

Step-by-Step Instructions 
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